
DESIGNER NOTE:
REFER TO CITY OF COLUMBUS STREET PAVEMENT DESIGN POLICIES
AND STANDARD DRAWINGS. PAVEMENT DESIGN THICKNESS FOR
WIDENING SHALL BE EQUAL TO OR GREATER THAN THE EXISTING
PAVEMENT SECTION. PAVEMENT SECTION SHOULD HAVE UNIFORM
PROFILE AND PROVIDE POSITIVE DRAINAGE TO DRAINAGE FACILITY.

DESIGNER NOTE:
CONSULTANT TO REVIEW SCOPE DOCUMENT FOR ROADWAY
CROSS-SLOPE DESIGN. WHEN MILLING AND OVERLAYING IS PROPOSED
ON AN EXISTING ROADWAY, THE FINAL ROADWAY CROSS-SLOPE SHALL
MATCH THE EXISTING CROSS-SLOPE UNLESS SPECIFICALLY NOTED IN
SCOPING DOCUMENT OR TO FACILITATE AN ADA PEDESTRIAN ROUTE.
COORDINATE WITH EXISTING UTILITIES IF A MODIFICATION IN THE
CROSS-SLOPE IS PROPOSED.

DESIGNER NOTE:
TITLES FOR DETAILS WITHIN ENTIRE PLAN TO BE
CAPITALIZED

DESIGNER NOTE:
TEXT FONT SHALL BE ROMANS AND
TEXT HEIGHT SHALL BE 0.10"  UNLESS
OTHERWISE NOTED
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